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Methods of Leakage Detection 
Leakages occur due to bad workmanship. If they are recognized in time, leakages  can generally be  
eliminated in a targeted manner and with little effort.   
 
A faulty design based on mistakes in the airtight barrier is worse. Such leakages (e. g. missing 
information about airtight component connections) often cannot be eleminated satisfactorily or 
the outlay is high.    
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No measuring without leakage detection!  

Both the EN 13829 as well as the ISO 9972 require a leakage detection.   
ISO 9972 states the following: 
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Leakage detection by hand 
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Leakage detection with fog generators  

Fog visualizes leakage paths.   
 
You can analyze for example the origin of bad odors  
in a shoe shop… 

…or you can 
reconstruct the  
„ant trail“ from  
outside to inside.. 
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Leakage detection with an anemometer 

http://www.blowerdoor.com/
http://www.blowerdoor.com/
http://www.blowerdoor.com/
http://www.blowerdoor.com/
http://www.blowerdoor.com/


BlowerDoor GmbH • MessSysteme für Luftdichtheit • Zum Energie- und Umweltzentrum 1 • D-31832 Springe-Eldagsen • Phone +49(0)5044 / 975-40 • Fax +49(0)5044 / 975-44 • info@blowerdoor.com • www.blowerdoor.com 

Visualizing air leakages with thermography 
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Detecting air leakages with BlowerDoor and thermography 

Bau.Tools BlowerDoor is an all-season testing procedure 
for detecting air leakages and backflows using 
BlowerDoor and thermography. The Sequential Analysis 
(3) only shows the changes within the testing period. 

 

1. First thermogram 
2. Last thermogram 
3. Sequential Analysis 
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